
The LSI-FTR-ABS
Ultra High Performance Flow-Through Raman Systems.

The XL-FT-ABS features:
• quartz flow cell custom designed & integrated with 

proprietary illumination and signal detection optics
• Front, back illuminated and deep depleted models available for system optimization
• Spectral coverage 60-3100 cm-1 for 785nm; up to 3850 for 532nm; Customizable
• Spectral resolution to 1.5 cm-1

 

per pixel
• High sensitivity: aqueous SO-2

 

in PPM’s, 
• Robust design for demanding 24/7 process monitoring 
• TE cooled laser, power adjustment up to 900mW w/785nm laser, 300 for 532nm
• Built-in Independent absorption measurement (UV or Visible)
• Proven reliability in demanding semi-conductor manufacturing applications

Lambda Solutions, Inc
411 Waverley Oaks
Waltham, MA 02452

For more information, call Victor at 781-478-0170 ext 11
or send us an email at info@lambdasolutions.com
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The LSI Dimension FTR-ABS is state-of-

 

the-art flow through Raman system for fluid 
analysis and reaction monitoring. Precision 
multi-pass optics provide our flow cells with 
unparalleled sensitivity & throughput  

The sealed quartz-teflon

 

flow cell 
system is compatible with aqueous 
and non-aqueous solvents up to 75PSI
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Non-Aqueous/Aqueous 
High Speed on-line Fluid Monitoring
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